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DEFINITIONS
The word "approved" as used in these standards means acceptable to
the inspection department having jurisdiction: it means installed in ac-
cordance with standards of the National Board of Fire Underwriters
pertaining thereto and, when referring to appliances, means tested and
found suitable for installation and use. The inspection department having
jurisdiction will determine the correctness of installation and use.
Underwriters' Laboratories, Inc., tests devices and materials for coin-
pliance with the standards of construction and performance established
by the Laboratories and with regard to their suitability for installation
in accordance with the appropriate standards of the National Board of
Fire Underwriters. Such devices and materials are listed in the following
publications:
List of Inspected Fire Protection Equipment and Materials,
List of Inspected Gas, Oil and Miscellaneous Appliances,
List of Inspected Electrical Equipment,
List of Inspected Appliances Relating to Accident Hazard, Automo-
tive Equipment, and Burglary Protection.
Copies may be obtained from inspection departments or from Under-
writers' Laboratories, Inc., Chicago, New York or San Francisco.
Many products may be identified by the Laboratories label indicating
both listing and factory inspection of current output.
A device or system having materials or forms different from those
detailed in these standards may be examined and tested according to
the intent of the standards and if found equivalent may be approved.
In these standards those provisions which are considered essential
for adequate protection of life and property from fire are indicated by
the words "shall" and "must."
The words "should" or "preferably" indicate o dvisory provisions, con-
cerning which the inspection department having jurisdiction should be
consulted.
STANDARDS FOR THE STORAGE AND HANDLING OF
LIQUEFIED PETROLEUM GASES
Introduction.
The term "liquefied petroleum gases" as used in these standards shall
mean and include any material which is composed predominantly of any
of the following hydrocarbons, or mixtures of them; propane, propylene,
butanes (normal butane or iso-butane), and butylenes.
In the interest of safety it is important that employees understand the
properties of these gases, and that they be thoroughly trained in safe prac-
tices for handling, distribution and operation.
Under moderate pressure the gases liquefy, but upon relief of the
pressure are readily converted into the gaseous phase. Advantage of this
characteristic is taken by the industry, and for convenience the gases
are shipped and stored under pressure as liquids. When in the gaseous
state, these gases present a hazard comparable to any flammable natural


